
 
SPECIAL REQUIREMENTS FOR METAL ROOF APPLICATIONS 

 
Applicants for Metal Roofs shall review Section 10.4.6 of the Village of Biscayne Park Code of 
Ordinances (https://library.municode.com/fl/biscayne_park/codes/code_of_ordinances) and be 
aware of the following requirements for Metal Roof permit applications:  
 
10.4.6 Roof material  

(e) Metal with a factory finish that has received a “notice of acceptance” from Miami-Dade 
County and that is labeled “Miami-Dade County Product Control Approved” may be used as 
roofing material for buildings subject to review and approval of the planning board in 
accordance with the following: 
 
(1) The subject building is constructed in high modern, post-war modern, ranch or Key West 

architectural style, or a variation thereof. 
(2) The type of roof shall be limited to standing seam metal and shall specifically exclude metal 

roofing intended to replicate barrel tile or Spanish S-tile. 
(3) The color of the roof shall be limited to colors silver, grey, brown, copper, and white and 

shall not be bright or highly reflective and must be harmonious with the exterior color of 
existing buildings on the plot and the neighborhood in general. 

(4) The details, color and manner of installation shall be consistent with the architectural design, 
style and composition of the residential or commercial structure. 

(5) Roofs with a pitch less than two and one-half (2 ½) inches per foot will be prohibited from 
installing metal roofing material. 

(6) Roofs with a pitch above three (3) inches per foot and up to four (4) inches per foot shall 
have an overhang of no less than eighteen (18) inches around the entire perimeter and a 
fascia board with a nominal dimension of no less than six (6) inches. 

(7) Roofs with a pitch above four (4) inches shall have an overhang of no less than twelve (12) 
inches around the entire perimeter and a fascia board with a nominal dimension of no less 
than six (6) inches. 

 
 
 



 
METAL ROOF APPLICATIONS ONLY 

 
Applicants for Metal Roof permits shall provide the following information using the diagram 
below:  
 

A. Roof Slope 
B. Minimum Overhang Dimension 1 
C. Minimum Fascia Dimension 1 
D. Color 2 

 
 

1. Applicant shall submit photos documenting fascia and overhang dimensions. 
2. Applicant shall submit manufacturer paint color chart or chip. 


