Regulatory & Economic Resources

11805 S.W. 26th Street

Miami, Florida 33175-2474

786—-315—-2100

WATER PROOFING REQUIRED BEFORE miamidade.gov

FINAL INSPECTION
STANDARD WOOD FENCE DETAIL

SECTION 2328 FBC
6'—0" MAXIMUM HEIGHT

ADDRESS:

FENCE HEIGHT: FT FENCE LENGTH: FT DATE:

**%%x IMPORTANT FOR USE OF POOL BARRIER ****

Outdoor swimming pools shall be provided with a barrier complying with Florida Building Code Sections
454.2.17.1.1 through 454.2.17.1.14.

Access gates shall be equipped with a self—closing self—latching locking device located no less than 54 inches
from the bottom of the gate. The device release mechanism shall be located on the pool side of the gate and
so placed that it cannot be reached by a young child over the top or through any opening or gap. Gates that
provide access to the swimming pool must open outward away from the pool.

The top of the barrier shall be at least 48 inches above grade measured on the side of the barrier which faces
away from the swimming pool.

The maximum vertical clearance between grade and the bottom of the barrier shall be 2 inches measured on the
side of the barrier which faces away from the swimming pool.

The spacing between the vertical members shall not exceed 1% inches in width. FBC R. sect. 4501.17.1.4.

CODE: FBC 2020, 7th EDITION

[ 2x4 No.3 So. PINE PT
/ WOOD RALLS ATTACHED TO POST
WITH FOUR 10d NAILS (MIN)

ALL NAILS AND CONNECTORS SHALL
BE HOT DIPPED GALVANIZED

L1'—0"

4x4 No.2 So. PINE PT
SPACED AS FOLLOWS

2'_o"

6'—0"
MAX. HEIGHT

i FENCE HEIGHT POST
ABOVE GRADE SPACING
o) 6'—0" 4’'—0" 0.C.
.(L 5'-0" 5'—0" 0.C.
4-0" 6'—0” 0.C.

WOOD PICKETS 8" MIN THICKNESS PT
ATTACHED TO EACH RAIL WITH

TWO 16 Ga. STAPLES 1-3" LONG OR
(2)5d GALVANIZED NAILS.

T.0. GRADE

10” DIAMETER
CONCRETE
FILLED HOLE

NOTES:

1. FINISH SIDE OF ALL WOOD FENCES MUST FACE OUTWARD TOWARD
NEIGHBORING PROPERTY OR STREET PER ZONING CODE 33—11.

2. IN POOL BARRIERS, THE SPACING BETWEEN THE VERTICAL MEMBERS

SHALL NOT EXCEED 13 INCHES IN WIDTH. FBC R. SECT. 4501.17.1.4.

NOTE: POST FOUNDATION HOLE INSPECTION IS REQUIRED

NOTE: WOOD FENCES MUST BE STAINED OR WATERPROOFED AS APPROVED BY PLANNING
AND ZONING BOARD BEFORE FINALINSPECTION. MISSING FINISH WILL CAUSE FINAL
INSPECTION TO FAIL.CH 11.6.3 VILLAGE OF BISCAYNE PARK CODE OF ORDINANCES.



WATER PROOFING REQUIRED BEFORE
FINAL INSPECTION
MIAMI-DADE

STANDARD WOOD FENCE WITH
HORIZONTAL PLANKS/BOARDS.

6'—0" HIGH MAXIMUM HEIGHT

Regulatory & Economic Resources
11805 S.W. 26th Street

Miami, Florida 33175-2474
786—315-2100

miamidade.gov

ADDRESS:
FENCE HEIGHT: FT FENCE LENGTH: FT DATE:
rkkkk ADDITIONAL IMPORTANT INFORMATION FOR USE AS A POOL BARRIER *¥¥***

e OUTDOOR SWIMMING POOLS SHALL BE PROVIDED WITH A BARRIER COMPLYING WITH FLORIDA BUILDING CODE SECTIONS 454.2.17.1.1 THROUGH 454.2.17.1.14.

e  ACCESS GATES SHALL BE EQUIPPED WITH A SELF—CLOSING SELF—LATCHING LOCKING DEVICE LOCATED NO LESS THAN 54 INCHES FROM THE BOTTOM OF THE GATE. THE DEVICE
RELEASE MECHANISM SHALL BE LOCATED ON THE POOL SIDE OF THE GATE AND SO PLACED THAT IT CANNOT BE REACHED BY A YOUNG CHILD OVER THE TOP OR THROUGH ANY

OPENING OR GAP. GATES THAT PROVIDE ACCESS TO THE SWIMMING POOL MUST OPEN OUTWARD AWAY FROM THE POOL.

e THE TOP OF THE BARRIER SHALL BE AT LEAST 48 INCHES ABOVE GRADE MEASURED ON THE SIDE OF THE BARRIER WHICH FACES AWAY FROM THE SWIMMING POOL.

¢ THE MAXIMUM VERTICAL CLEARANCE BETWEEN GRADE AND THE BOTTOM OF THE BARRIER SHALL BE 2 INCHES MEASURED ON THE SIDE OF THE BARRIER WHICH FACES AWAY FROM

THE SWIMMING POOL.

e THE BARRIER MAY NOT HAVE ANY GAPS, OPENINGS, INDENTATIONS, PROTRUSIONS, OR STRUCTURAL COMPONENTS THAT COULD ALLOW A YOUNG CHILD TO CRAWL UNDER, SQUEEZE

THROUGH, OR CLIMB OVER THE BARRIER.

CODE: FBC 2020, 7th EDITION

NAILS OR WOOD 4x4 No.2 So. PINE OR
/ SCREWS SEE SECTION %EEER PT WOOD POST.
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Ty CONCRETE
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FRONT VIEW TYP. SECTION
N.T.S. N.T.S.

FINISHED SIDE OF WOOD FENCE MUST|
FACE OUTWARD TOWARD NEIGHBORING
PROPERTY OR STREET

PER ZONING CODE 33-11

ALL NAILS AND SCREWS
BE HOT DIPPED GALVANIZED

0" GAP. TYP.

SMALL GAP DUE TO CONSTRUCTION
TOLERANCE AND MATERIAL IMPERFECTIONS
IS ALLOWED.

4x4 No.2 So. PINE OR BETTER

PT WOOD POST SPACED AS

FOLLOWS:

FENCE HEIGHT POST

ABOVE GRADE SPACING
6’'—0" 4’-0" 0.C.
5’-0" 5'-0" 0.C.
4'-0" 6'-0" 0.C.

2x6 No.3 So. PINE OR BETTER PT
WOOD BOARD/PLANK ATTACHED WITH
(2)10d NAILS (MIN) AT EACH
PLANK—POST CONNECTION.
ALTERNATIVELY (2)#8x3” WOOD
SCREWS CAN BE USE FOR THE
CONNECTION TO REPLACE THE NAILS.
TYPICAL

10" DIAMETER CONCRETE FILLED
HOLE

NOTE: POST FOUNDATION HOLE INSPECTION IS REQUIRED.

Last updated 10/2021



MIAMI-DADE

ADDRESS:

Regulatory & Economic Resources
11805 S.W. 26th Street

Miami, Florida 33175—-2474
786—315—-2100

miamidade.gov

STANDARD MASONRY WALL FENCE
6'—0" MAXIMUM

FENCE HEIGHT:

kkkkkk

FENCE LENGTH:

DATE:

IMPORTANT FOR USE AS A POOL BARRIER ****xx

Outdoor swimming pools shall be provided with a barrier complying with Florida Building Code Sections 454.2.17.1.1 through 454.2.17.1.14.

Access gates shall be equipped with a self—closing self—latching locking device located no less than 54 inches from the bottom of the gate.
The device release mechanism shall be located on the pool side of the gate and so placed that it cannot be reached by a young child over
the top or through any opening or gap. Gates that provide access to the swimming pool must open outward away from the pool.

The top of the barrier shall be at least 48 inches above grade measured on the side of the barrier which faces away from the swimming pool.

Last updated 3/2021

CODE: FBC 2020, 7th EDITION
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6'—0"
MAX.

R
W

PROPERTY LINE

8xBxCONT. CONC. CAP
W/2—#4’s CONT. HORIZONTAL &
HAIRPIN STIRRUP

#3 —= 4@12” c/c EACH END

REMAINING ©48" ¢/c

8" CMU WALL REINFORCED
W/ #5 VERTICAL BARS AT
48" o.0.

HORIZONTAL REINFORCEMENT: No.
9 Ga LADDER-TYPE GALVANIZED
STEEL REINFORCEMENT EVERY
OTHER COURSE (16" o.c.)

|, DISTANCE VARIES FROM 18" TO 4~

9/% [NRRNANN INNRRNAT INNNNNNT INRRNRAN INRESNAN INNRRRRT INNRRNR]/INRRRRRY ANRRRAN]NRRRREN]

i
|
s § ! VERTICAL BAR CAN BE
5 ONE PIECE WITHOUT
2 ‘ SPLICE.
% I
| GROUND
SIS ERE LT
#5014" o.c. <
1 TRANSVERSE BOTTOM -‘I_
‘ BARS, SEE NOTE 3.
ACI STANDARD
HOOK N I )
®
4 #i5x CONT. — ‘ I Q
LONGITUDINAL — . . 2
BOTTOM AND I
TOP BARS d: N
M
#5014” o.c. — | 3_o"
TRANSVERSE
BOTTOM BARS SCALE: NTS
NOTES:

1. WIND DESIGN EXPOSURE "C" ONLY.
2. CONCRETE BLOCK UNITS TO BE TYPE Ill— NON—MOISTURE
CONTROLLED, CONFORMING TO ASTM C80, WITH S MINIMUM NET AREA

COMPRESSIVE STRENGTH OF 1900 PSI, (AVE OF THREE). PRISM

STRENGTH OF CMU WALL F'M=1500 PSI.

3. TOP REINFORCEMENT (TRANSVERSE AND LONGITUDINAL) CAN BE

MIN.

ALTERNATIVE TO CONC. CAP

\ij

OMIMTED WHEN CENTER LINE OF FENCE WALL COINCIDES WITH CENTER
LINE OF FOOTING OR OFFSET TO A MAXIMUM OF 4”.

8" CONCRETE KNOCKED OUT
BLOCK W/2#5 CONT.

4@12" ¢/c EACH END
REMAINING @48" c/c



Regulatory & Economic Resources
11805 S.W. 26th Street

Miami, Florida 33175-2474
786—315—-2100

miamidade.gov

STANDARD MASONRY PIER
6'—0" MAXIMUM

ADDRESS:
SELECT PIER SIZE: SELECT CONSTRUCTION DETAILS:

PIER HEIGHT: FT [] 12" x 12" [] secTioN 1:1
NUMBER OF PIERS: ] 16" x 16" O secrion 2:2

[ 247 x 24" ] secTioN 3:3

SEE BELOW

SELECT FENCE TYPE BETWEEN PIERS:
[] cHAIN LINK [] woop
[ PickeT (METAL) 1 NonE CODE: FBC 2020, 7th EDITION

FILL W/ GROUT
(F’c=2500 PSI)

PRECAST STONE CAP §'—0" ABOVE GRADE N o
(BY OTHERS) - | " [~
MAXIMUM & £S5 VERTICA: "4 5
PROVIDE 8" HIGH CONC. o
CAP REINF. W/ (3)#4 \ / #2 OR #3 =
EW AT MID-DEPTH. i CLOSED TIES T N
e 1o lde AT 12" o.c. . -
- 12", 16" OR 24
N N HOLLOW BLOCK UNITS.
NOMINAL SIZES:
n = FILL PILASTER WITH 12°%12", 16°x16" & 24"x24"
u u CONCRETE
_ H (F'e=3000 Psl) SECTION 1:1
SECTION 1 H H SECTION 1
OR - - OR
SECTION 2 [ ] ] ] sECrion 2
OR - H OR FILL REINF. CELLS
SECTION 3 H H SECTION 3 W/ GROUT
(F'c=2500 PSI)
] H 445 .
PIER MAY BE OFFSET VERTICAL ¥
TO THE EDGE OF ] ] w BARS -'
THE FOOTING ] u o) -
a #2 OR #3  —
M m 0 CLOSED TES
o o o AT 12” o.c. 1'—4"
& T.0. GRADE _ u ] 3
P '_'ulTlm_L— _ml T Iﬂm"_'l N
2 = — |1 — 1= 2 .
32w 1| (BB SECTION 2:2
~2d8 4 s
T R — e
1‘ CH - i 1'—4”
NEW 3'—0"x3'—0"x1'=0—— * -~ 4 [ 4. .,
DEEP FOOTING W/ (4) .
#5's EACH, WAY TOP & x —= i 4 g5—H .
BOTTOM. T T e [T VERTICAL
Lol 4 -
% BARS 2
° 7
ELEVATION ~
NOTES: FILL REINF. CELLS—T ° .
1. WIND DESIGN EXPOSURE "C" ONLY. W/ GROUT
2. CONCRETE BLOCK UNITS TO BE TYPE Ill- NON-MOISTURE (Fc=2500 PSI)
CONTROLLED, CONFORMING TO ASTM C90, WITH S MINIMUM NET AREA 2—Q"
COMPRESSIVE STRENGTH OF 1900 PSI, (AVE OF THREE). PRISM
STRENGTH OF CMU WALL F'M=1500 PSI. REGULAR BLOCKS UNIT.
NOMINAL SIZE: 8"X16”
IMPORTANT FOR USE AS A POOL BARRIER SECTION 3:3

THIS DETAIL MUST BE COMBINED WITH OTHER FENCE DETAIL BETWEEN THE PIERS
TO COMPLY WITH POOL BARRIER REQUIREMENTS

Last updated 3/2021
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